magnet-shop.com Datasheet

Epoxy two-component adhesive 24 ml transparent twin

syringe

Product number: EMK-24

Fast-curing 2-component adhesive can be used on numerous materials such as
metal, plastic, fiber composite material, ceramic, glass, stone or wood.

It gives a transparent, residual elastic connection.

The practical twin syringe automatically ensures the correct mixing ratio (1:1).

Epoxy superglue - fast, transparent and residual elasticity, ideal for occasional

repair and maintenance work in construction and assembly.

The adhesive is viscous and self-leveling, has a very short pot life (3 - 4 minutes),

hardens quickly and is almost colorless, crystal clear.

The processing takes place from the practical double syringe.

Delivery does not include a mixing nozzle, please order separately.

Epoxy resins have a high allergenic potency, i.e. they can quickly lead to skin allergies.
Please note the information on the safety data sheets when handling and wear suitable protective equipment.

Under "Available Downloads" you will find various information about the correct use of the adhesive.

Thanks to its high viscosity (pasty), the steel-filled adhesive can not only be used on vertical surfaces, but also fills cracks, voids and
unevenness at the same time.
Ideal for repairs where larger tolerances have to be bridged.

e pasty

e gap-filling

e very short pot life (3 - 4 minutes)

e fast curing

e mechanically workable (sanding, filing, drilling etc.)

e color: dark gray
Technical specifications:

e Suitable for: metal, glass, stone, ceramic, wood

e Base: epoxy resin

e Texture: viscous

e Delivery form: double syringe

e Contents: 24 ml

e Mixing ratio volume (resin / hardener): 1:1

e Pot life with a 10 ml mixture and + 20 ° C: 3 - 4 min.
e Density of the mixture: 1.14 g / cm?3

e Viscosity of the mixture at + 20 ° C: 32,000 mPas

e Processing temperature: + 10to + 30 ° C
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Curing temperature: + 6to + 40 ° C

Color: transparent

Bonding gap bridging up to max .: 4 mm

Hand-tight at (35 % strength / + 20 ° C) after: 40 min.
Mechanically loadable (50 % strength / + 20 ° C) after: 2 h
Final hardness (100 % strength / + 20 ° C) after: 1 day (s)
Pressure: 9 MPa

e Tensile: 40 MPa

e Bend: 58 MPa

Shore hardness D: 65

Sandblasted steel: 19 N / mm?2

Sandblasted aluminum: 18 N / mm?

e Hard PVC roughened: 12 N / mm?

e Temperature resistance: -50 to +80 ° C

Hazard warnings:

e H314 Causes severe skin burns and eye damage.
e H315 Causes skin irritation.

e H317 can cause allergic skin reactions.

e H319 Causes serious eye irritation.

e H411 Toxic to aquatic life with long lasting effects.

Safety instructions

e P102 Keep out of the reach of children.

P261 Avoid breathing dust / smoke / gas / mist / vapor / aerosol.

e P264 Wash thoroughly after handling

e P272 Do not wear contaminated work clothing outside of the workplace.

e P273 Avoid the release into the environment.

e P280 Wear protective gloves / protective clothing / eye protection / face protection (see safety data sheet).

Important instructions:

The epoxy adhesive consists of two components: epoxy resin and hardener.
These are stored separately from each other.

Only when the adhesive is to be used are the two substances mixed together.
Handling is very easy thanks to the handy double syringe (twin syringe).
When the syringe is used, mixing takes place automatically.

Please note: for larger quantities, the mixing ratio should be 1:1.

Technical specifications

Weight: 52 ¢
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Production information and safety instructions

The product conforms to the European RoHS Community legislation

The product conforms to the European RoHS Community legislation (2002/95/EC - RoHS - Restriction of

Hazardous Substances) relating to the use and the employment of certain hazardous substances in electrical
and electronic devices.

A Please observe our safety instructions for this product.

Manufacturer: WEICON GmbH & Co. KG, Kénigsberger Stralle 255, 48157 Mlnster, www.weicon.de

Product images
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Important safety instructions for handling our magnets!

Permanent magnets and magnetic materials require special precautions. Please read

'A “ the instructions carefully before use. If you have“an_y further q_ueg,ltlonsz please fegl free to
contact us. The company ,magnetsdyou GmbH* rejects any liability arising from improper

handling of the magnets.
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Handling

Increased caution with children:
Keep magnets away from children! Danger of swallowing and serious injuries!

When handling strong magnets, pay attention to appropriate safety measures and pro-

tective clothing. Before use, remove all magnetic objects and use protective gloves and
glasses.

No mechanical processing and collisions!

Incorrect handling of the magnets leads to a loss of the magnetic effect and to the
destruction of the magnet. In addition, highly flammable drilling dust and other significant
health risks are caused by the following hazards.
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Danger from magnets

Injuries
Improper handling of magnets can lead to bruises, contusions, or even broken bones.

Splinters
Magnets are brittle. Collisions cause small parts to splinter, which leads to health hazards
and damage to the magnet.

Magnetic fields
Strong magnets can endanger and destroy electronic and mechanical components
(pacemakers, data carriers, credit cards, electronic devices, etc.).

Persons with cardiac pacemakers must not expose themselves to magnetic fields.

Other Risks

- Many magnets have coatings that some people are allergic to. You should therefore
avoid excessive skin contact with raw magnets

- Health hazards when they encounter food and drinking water. Only use magnets that are
specifically designed for this area!
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Transportation and shipping

When shipping magnets, applicable regulations for stray magnetic fields during air transport
must be observed (IATA dangerous goods regulations). These provisions also apply to
@ built-in magnets.
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