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Neodymium wall hook, rubberized, 45 x 35 mm - holds 10
kg

Product number: MS-45x35-H

Organization without drilling - Strong hold on any surface!

Get organized in your workshop, office, or wardrobe in no time. This high-quality,
black rubberized wall hook combines powerful magnetism with maximum surface
protection. Whether on your tool wall, refrigerator, or any other metallic surface,

this hook delivers on its promise.

Key features at a glance: L 1’\

o

e Extreme grip & slip resistance: the special rubber coating provides high frictional resistance. This not only prevents annoying
slippage with heavy loads but also reliably protects sensitive surfaces (e.g., paint or stainless steel) from scratches.

e Powerful performance: with an adhesive force of approximately 10 kg (100 N) under vertical load, the hook effortlessly
supports heavy work jackets, fully loaded bags, or heavy tools.

e Elegant design: the matte black finish integrates discreetly and modernly into any environment - from professional industrial

settings to contemporary home furnishings.

Technical Details:

e Dimensions: 45 x 35 mm (compact design)
e Total length including hook: approx. 73 mm

e Material: powerful neodymium magnet core with durable rubber coating

Typical applications:

e Workshop & Garage: for the secure storage of cables, hoses, or tools.
e Office & Wardrobe: as a portable coat hook for coats or bags.

e Camping & Outdoor: ideal for mounting on vehicle walls or metal containers.

Scope of delivery: 1x rubberized wall hook (black)

If you do not have a metallic surface to mount the magnet on, we recommend the matching metal plate with a self-adhesive
backing. This allows you to use this wall hook on non-metallic surfaces as well.

Technical specifications

Lenght: 45 mm Width: 35 mm
Height H: 7 mm Adhesive force: 10 kg
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Color: Black Material: Neodymium
Weight: 589 Shear Force: 10 kg
Production information and safety instructions

The product conforms to the European RoHS Community legislation

The product conforms to the European RoHS Community legislation (2002/95/EC - RoHS - Restriction of

Hazardous Substances) relating to the use and the employment of certain hazardous substances in electrical

and electronic devices. This product is not subject to registration according to REACH.

Determination of the magnetic force

The adhesive force of our magnets is determined at room temperature on a polished plate made of steel
S235)R (ST37) with a thickness of 10 mm by the vertical withdrawal of the magnet (1kg ~ 10 N). A different
value down to -10% compared to the specified value is possible in exceptional cases. In general, the value is
exceeded. Please note that for thinner, painted and not absolute plan undergrounds the adhesive force

represents only one raction of the specified values.

A Please observe our safety instructions for this product.

Product images

magnets4you GmbH www.magnet-shop.net Datasheet item:
Bgm.-Dr.-Nebel-Str. 15a info@magnet-shop.net MS-45x35-H
D-97816 Lohr a. Main Tel.: +49 (0) 9352/604386-0

Page 2 of 3

Tel.: +49 (0) 9352/604386-0



magnet-shop.com Datasheet

smm| 1Q © ©
45 mm
magnets4dyou GmbH www.magnet-shop.net Datasheet item:
Bgm.-Dr.-Nebel-Str. 15a info@magnet-shop.net MS-45x35-H
D-97816 Lohr a. Main Tel.: +49 (0) 9352/604386-0

Page 3 of 3
Tel.: +49 (0) 9352/604386-0



Important safety instructions for handling our magnets!

Permanent magnets and magnetic materials require special precautions. Please read

'A “ the instructions carefully before use. If you have“an_y further q_ueg,ltlonsz please fegl free to
contact us. The company ,magnetsdyou GmbH* rejects any liability arising from improper

handling of the magnets.
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Handling

Increased caution with children:
Keep magnets away from children! Danger of swallowing and serious injuries!

When handling strong magnets, pay attention to appropriate safety measures and pro-

tective clothing. Before use, remove all magnetic objects and use protective gloves and
glasses.

No mechanical processing and collisions!

Incorrect handling of the magnets leads to a loss of the magnetic effect and to the
destruction of the magnet. In addition, highly flammable drilling dust and other significant
health risks are caused by the following hazards.
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Danger from magnets

Injuries
Improper handling of magnets can lead to bruises, contusions, or even broken bones.

Splinters
Magnets are brittle. Collisions cause small parts to splinter, which leads to health hazards
and damage to the magnet.

Magnetic fields
Strong magnets can endanger and destroy electronic and mechanical components
(pacemakers, data carriers, credit cards, electronic devices, etc.).

Persons with cardiac pacemakers must not expose themselves to magnetic fields.

Other Risks

- Many magnets have coatings that some people are allergic to. You should therefore
avoid excessive skin contact with raw magnets

- Health hazards when they encounter food and drinking water. Only use magnets that are
specifically designed for this area!
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Transportation and shipping

When shipping magnets, applicable regulations for stray magnetic fields during air transport
must be observed (IATA dangerous goods regulations). These provisions also apply to
@ built-in magnets.
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